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The failure of fiber filamems in a composite subjected to load produces a stress 
wave which can be detected using acoustic emission techniques. The spatial clustering of 
mUltiple fiber failure sites is known to cause catastrophic failure of the macro composite. 
Acoustic emission can be used to determine locations of these flaws, providing a useful 
tool for reliahility assurance of composite structures. This investigation establishes the 
necessary foundation by categorically quantifying the mcthodology of determining flaw 
locations in a one dimcnsinal solid. Homogeneous isotropic (steel) thin rods are subjected 
to repeatable wave eveuts to quantify distance measurement, resolution and repeatability. 
This cxperimentation is then extended to a unidirectional carbon fiber composite rod with 
funher investigation to quantify effects of dispcrsion and damping in this heterogeneous, 
anisotropic material 
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1. INTRODUCTION 
A. NEED FOR RELlABILITY TESTING 
Carbon fiber materials are being used in a wide range of applications today From 
bicycles to the U.S Navy's latest fighter attack aircraft, the F/A-18 Ell', this high strength, 
lightweight material is hecoming the choice of designers and builders everywhere. This is 
especially true in the aircraft and other penormance critical communities Less weight 
leads to increa.~ed maneuverabil ity and greater power to weight ratios. When designing 
structures to the edge of the strength life envelope, precise information on the structure's 
ability \0 withstand the loads encountered is of prime importance. Catastrophic failure, 
though rare, adversely ellects cost and safety. Even on as large a scale as an aircraft, the 
failure of carbon fiber materials is dominated by local properties of the fiber and matrix 
bonding. A definitive composite reliability characterization must be pursued to model the 
failure process behaviour. Coordinated modeling of the failure mechanisms in a mechanics 
of materials sense and accounting for the sequential failure processes has produced 
promising probability models. These probability methods fonn a framework that allows 
data obtained from laboratory testing samples of small dimensions to be applied to total 
structures ofsignifigantly different scale and configuration. Likewise, the proof testing of 
materials can be appJ!ed to manufacturing processes to allow zero reject manufacting of 
large scale composite structures.(Wu and Dell, 1992) 
Analysis based reliability standards are possible only when an extensive data base 
of material properties is available This data base is still under development for composite 
materials Parametric modeling of the probabilistic representation of the salient fai lure 
processes allows a generic mathematical model for the fiberous material to be developed 
Once this model is validated, subsequent specific applications require experimental 
measurement of the parameters, thereby limiting the effort involved to tractable levels It 
is the purpose of this thesis to explore the suitability of using acoustic emission techniques 
to identifY the source locations of fiber failure breaks in a carbon fiber strand which will in 
turn lend physical support of the load sharing models developed by Rosen, Harlow and 
Phoenix (1981), Wu et al 
This introduction will continue with a characterization of composite fiber fai lure 
and mathematical models. Chapter 11, Wave Theory for Thin Rods, will present the 
mathematical models for theories of wave mechanics in thin rods. Chapter 111, Acoustic 
Emission Source Location, will consider the basic requirements of acoustic event 
detection in thin rods. Finally, resul ts of Acoustic Emission (AE) source location will be 
presented in Chapters TV, V, and VI . Specific details of the equipment used in the 
experimentation and development of parameters for source location software 
implementation are presented in the appendices. 
B. PROBABILISTIC MODELING OF COMPOSITE FAILIlRE 
Uni-directional fiber matrix composites consist of strong, stiff fibers embedded in a 
matrix of high shear strength material. The fiber-matrix interface gives composites local 
redundancy in structural integrity. The interface consists of the bond between the fiber 
and the matrix material. The three types of bonding include chemical, dectrical, and 
mechanical. The scope of this work will not include an investigation inlo these categories 
of bonding, but will instead focus on the load transfer mechanism which can be presented 
in mechanistic tenns. The nature of this interface becomes apparent when it is considered 
that a I in l sample of fiber based composite (50% fiber by volume with fibers 0, OOOJ inch 
in diameter) contains 6500 in l of interface area. Increasing the strength of the interface by 
using matrix materials of greater shear strength improves static strength, but the fracture 
mode becomes more brinle.(Chamis, 1974) 
Chamis(J974) showed that unidirectional plys fail in J main modes: I) brittle, 2) 
britt le with filament pullout and J) staggered failure brittle with filament pull out, 
accompanied by interfillament matrix shear and constituent debonding 
The two major means of modeling these failures are through either strength of 
materials analysis or probabilistic modeling, The strength of materials method attempts to 
quantify the strength of the composite in terms of the constituent materials (fiher and 
matrix) in a volume fracture weighted approach. The probabilistic method incorporates 
the statistical strength variations in the individual fibers to the sequential failure and load 
transfer via the matrix to arrive at a prohabilistic strength of the composite 
A single fiber failure within a unidirectional composite under a sustained tensile 
load is co nsidered . At the broken fiber site, the local load carrying capability of the fiber is 
reduced to zero. The fiber matrix interface allows shear stresses to form, transferring load 
originally carried by the bruken fiber to the adjacent fibers. This load sharing distribution 
results in higher stresses for the fibers nearest the broken fiber. This stress concentration 
diminishes away from the broken fiber site and the global load carrying capability oflhe 
composite is preserved 
The sequential failure of multiple sites can be illustrated by views of a composite 
strand under increasing load level, Figure 1.1. Figure I. 1 a is a schematic model of a 
unidirectional fiber composite under longitudinal tension in the fiber direction. Figure l.lb 
is the stress strain curve due to the external loading on the composite as measured directly 
from the loading/test fixture. Figure 1. 1c is a histogram offiber break locations in the 
ordinate. The abscissa is the frcquency of occurrence of the fiber breaks at the specific 
spatial length location 
Figure 1.1, illustrates the composite under a mean stress, 0"1 A single fiber has 
broken, marked by an 'x'. The macro, far field composite stress and strain at the 
occurrence of this event is illustrated in Figure 1. 1 b. The single fiber break is tallied at the 
longitudinal location in 1.le, marking the start of the histogram of break events 
Figure 1.2 is the same sample under additional load. The higher stress level, 0"2, 
causes, as an example, two additional fiber breaks These two breaks are the second and 
third weakest fiber sites among the entire composite. They may occur along the same 
fiber lengthwise, as illustrated, because of the load sharing provided by the shear strength 
of the matrix. These two additional breaks arc recorded in the histogram (Figure 1.2c) in 
their respective lengthwise positions 
Figure 1.3 illustrates the modcl at a stress state, 0"3 More fibers are broken at 
various longitudinal positions in the strand. By chance events, a total of two more fiber 
breaks have clustered in the same generalleng!h position. Now the intact fibers in Ihis 
length position arc under a signifigantly higher stress. This produces an increase in the 
likelihood for more fibers to fail in this length position, leading to catastrophic failure of 
the entire composite 
"'~,,~L 
b , 
Figure !.I, Composite Fiber Model 
Figure 1.2, Composite Fiber Model 
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Stress 
Figure 1.3. Composite Fiber Model 
Mult iple tiber breaks in the same area of the composite are referred to as 
clustering Detection and quantification of clustering is important to the prediction of 
composite strength prior to actual failure . Acoustic emission source location will be 
investigated as a method to detect and quantifY the number and location of fiber breaks 
and the resulting clustering in composites A long thin composite is used to limit the initial 
investigation to a one dimensional problem In the one dimensional problem, only 
lengthwise clustering needs to be characterized The composite sample to be considered 
consists of 1,000 graphite filaments impregnated in an epoxy matrix. This sample is 
refered to as a strand The strand is approximately I millimeter in diameter and 155 mm in 
length 
C. FlHER BASED ACOUSTIC EMISSION RESEARCH 
Acoustic emission research has been conducted on single fibers Sachse, et al 
(1992) showed that a single fiber composite specimen can be treated a~ a one dimensional 
waveguide for signals whose dominant wavelengths are greater than any cross sectional 
dimension. The break locations were detennined by using two detectors and a linear 
source location algorithim It was shown that for a single fiber, arrival time of the source 
event for a range of source receiver separations is a linear function of the wave speed 
rhe actual wave speed found was not applicable as it is singular to Nicalon fiber and the 
matrix used. This approach verifies only wave propagation in single tibers. Location of 
multiple fiber breaks in the macro scale of the filament (bundle of fibers encased in a 
matrix material) is required for an understanding of composites behavior 
n. WAVE TIIEORY FOR THIN RODS 
In order to better understand acoustic emission and source location, an 
understanding of the wave mechanics in thin rods must be considered. The classical 
theory has been considered by many, but the approach ofKolsky(I963) will be followed 
here 
In thin rods, three types of vibration can be classified as longitudinal, torsional and 
lateral. In the longitudinal mode, elements oflhe rod expand and contract along the length 
of the rod, with no lateral displacement ofthe longitudinal axis of the rod. The lateral 
mode consists of the flexural movement of the bar with the central axis of the har being 
displaced laterally. Both these modes are illustrated in Figure 2. I 
Longitudinal (Extensional) Vibration Mode 
-----------r------------1:-- - - --) 
Lateral (Flexural) Vibration Mode 
Figure 2, I, Primary Vibrational Modes of Rods 
As the previously described fiber break creates a longitudinal stress pulse in the 
composite, the longitudinal mode is most important to this research. The equations of 
motion for the longitudinal vibration mode of the thin rod can be derived directly if plane 
sections are considered to remain plane and stresses are uniform in the section Figure 2.2 
shows the basic geometry used in the rest of the derivation 
C D 
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Figure 2.2 Forces Acting on a Rod in Longitudinal Stress(after Kolsky, 1963) 
An element of rod, CD, oflength {ix and area A is considered. The stress on the 
face ofC is 0"" and the stress on the face D is 0"" +(050 100x). The displacement of the 
given element is given by u and it's density by p. Newton's second law of motion will 
give' 
(2.1) 
In the one dimensional case, cr n ,= Ec.a = E ~, where E is the modulus ofttle 




This is the standard form of the wave equation wrrcsponding to longitudinal waves along 
a rod with a propogation velocity of (I rhe standard form of the solution of(2.2) may \p 
be written as 
u = f(cal - X) + F(Cal + X) (2.3) 
Where Co corresponds to the wave velocity 
(2.4) 
F and fdenote arbitrary functions dependent on the init ial conditions_ The function 
fcorresponds to wave motion in the direction of increasing x, The function F corresponds 
to wave motion in the opposite direction, or in our experimentation, reflections This 
derivation is not restricted to amy cylindrical rods, but to any planar geometry. 
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m. ACOUSTIC EMISSION SOURCE LOCATION 
A. ACOUSTIC EMISSION THEORY 
Acoustic Emission(AE} is defined as the clastic waves generated by the rapid local 
redistribution of stresses produced by the damage process. In a composite material, the 
breaking of a fiber is one of the damage processes that releases energy in the form of a 
longitudinal wave. A transducer attached to the sUlfaee of the composite convens the 
waw motion 10 an analog output which can Ihen be captured for further analysis (Ziola, 
1991) 
Early methods of AE rely on resonant transducers to capture the wave form 
Because the true waveform is altered by the resonant characteristics of the sensor, analysis 
was typically limited to empirically interpreting the resulting waveform, Parameters such 
as ring down counts, threshold crossings and amplitude distributions are all attempts to 
quantify the underlying nature of the event from the altered wavefonn . Fourier analysis 
can be used to determine frequency components of the signal The real part oflhe Fourier 
transfonn is the frequency spectrum, and Ihc absolute value of the transfonn is 
proportional to the powcr spectrum ofthc signal. However, due to the coloring of the 
wavefonn by the resonant sensors, it is not generally successful to identify source 
mechanisms from this skewed frequency spectrum.(Pao, 1978) 
The instmmcnt used in this investigation is the Fracture Wave Detector, model 
[>4000 manufactured by Digital Wave Corporation. This instrument was designed to 
capture wide band signals of the AE disturbance. The sensors used are high fidelity, wide 
band transducers. Throughout the frequency band of interest, rugh fidciity sensors have a 
II 
demonstrated true response, without resonant peaks or valleys. A resonant sensor will 
have a greater sensitivity at its resonant frequency but is significantly less sensitive at all 
other frequencies(Digital Wave). As the extensional and fle)(ural modes consist of 
differing rrequencies, it is desirable to capture the full wave form witbout distortions 
caused by resonancies or colorations of the recording system 
B. SOURCE LOCA nON TECHNIQUES 
The source (damage process) of a stress wave can be detected by measurement of 
the difference in arrival time of the wave at transducers of known spatial locations. The 
difference in arrival times of the wave at different locations is used to triangulate the 
location of the source by the basic time-speed-distance relation. The distance between 
sensors is known, as is the speed of wave propagation in the material. The differences in 
arrival times are detennined by the Fracture Wave Detector using two basic algorithims. 
Threshold crossing and Gaussian Cross Correlation. In the Threshold Crossing method, 
the arrival time is detennined by the time that the AE signal exceeds a pre-assigned 
voltage threshold.(Figure 3.1) 
•. -U 0 VOLTS SIGNAL 
Figure 3.1, Schematic of Threshold Crossing (from Ziola, 1991) 
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This simple method is accurate as long as the same mode oflhe wave is being 
measured at all locations. Pau (1978) noted that the dett:ction orthe same first arrived 
signal by all locations leads to the most straightforv.·ard source location. If the first wave 
is not dt:teClable at all locations, the propagation speed and character of a subsequent 
wavl;': must be identifiable to produce accurate time difference measurements, Gorman and 
Ziola (1991) found this to be true in graphite I epoxy coupons_ It was found that plate 
wave propogation consisted primarily of flexural and extensional modes_ The extensional 
mode propagated almost nondispersivdy, but the flexural mode was highly dispersive 
The ability to distinguish between these modes formed the basis for development of the 
Gaussian cross correlation method. Rather than detecting the first crossing of a voltage 
threshold, The Gaussian Cross Correlation can locate the arrival time of a specific 
frequency component of the wave by comparing the captured wave to an amplitude 
modulated pulse of the desired frequency. Figure 3.2(a) shows the calculated response of 
the flexural mode in a thin plate, for sources at .305 meters and .610 meters. The 
modulated cosine is shown in l'igure 3.2(b). The two functions were digitally 
cmsscorrclatcd as shown in Figure 3.2(c). The cursors mark the peaks in the cross 
correlations and the measured time difference as 13 I ~s . (Ziola, pg 48-49, 1991) 
As the extensional mode was of greatest interest in this research, threshold 
crossing was used as the primary means of source location. Lead breaks un the end of a 
rod produce longitudinal compression waves in the rod. By evaluating the captured 
waveforms, the extensional character ofthis wave was found to be relatively non 










Figure 3.2. Cross Correlation Analysi~ (from Ziola, 1991) 
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In the case of actual fiber breaks within a composite sample, the acoustic evenl will 
occur between the two transducers of known locations, Arrival times ofa known wave 
component will be detennined, and the time difference computed, Using the known speed 
of propagation in the composite strand and Ihe difference in arrival times, the sofiwaTc can 
compute the location of the individual fiber break. 
In this investigation, series of experiments are designed to characterize spatial 
resolution, spalial accuracy and repeatability of saUTee location based on acoustic 
emission. The source evenl was produced by a lead break performed on the end of the 
rod , The pencil lead breaks are an accepted method to simulate basic AE characteristics, 
mainly a step function of known magnitude (Hsu, Hardy, 1978). Other methods of 
producing an AE event are available. Sachse (1992) used a strain gauge excited by a short 
duration electrical pulse to excite an AE event for calibration. The breaking of pencil lead 
with a mechanical pencil has the advantage of being statically applied with a fast release 
point, producing both perpendicular and parallel surface displacements. In the current 
experimental configuration, the former produces a flexural wave, the latter an extensional 
The lead breaks are simple, economical, and convenient to use 
Since the measured event (lead break) occurs outside the transducer, the 
algorithim provided by the instrument is not capablt: of computing the actual source 
location. In the current configuration, the waveform encounters the first sensor, travels 
the distance between the sensors, then encounters the second sensor. The arrival time 
difference is simply the time it takes the wave to travel the known distance between the 
The software computes the source location at the first transducer encountered 
15 
By assigning the farthest transducer a location of 0 and the first encountered a known 
distance, variations from the known di .~tance can be tracked as a measure of accuracy 
16 
IV. PRELLMINARY iNVESTIGATIVE TESTING 
A. ARRIVAL WAVE FREQUENCY 
Lead breaks were used to generate a stress wave al the end of the 3/S"diamcter 
isotropic, stee!, round rod sample 10 identify the important frequencies to be recorded and 
analyzed The frequency of the arrival wave was computed using the Digital Wave's 
manual cursor to determine the first wave's period, then its' wavelength. Using this 
method, hardware band pass filters were sella filter out low frequency noisc. In the case 
of the 3/8" rod, the frequency of the arrival wave was found to be on the order of, 14 :\{hz 
(140 kHz). The lower frequencies afthe acoustic signal were filtered out using the 
hardware band pass filter set to a high pass of 0.05 mHz (50 kHz). This wasjuuged to be 
capable of capturing all relevant wave infonnation, but filtering out low frequen!.:y noise 
For !.:omparison, an acoustic event was generated by a Pentel brand, OJ mm, 2H 
lead pencil break at the cross st:ctional center of the bar. Measurements were taken with 
the transdu!.:er pair 0,05 meter (50 mm) and 0 I meter (100 mm) from the acoustic event 
The transducers were arrayed symmetrically about the rod, as illustrated in Fi~'Ure 4. 1, 
with 0 1 meter measurement position shown 
lead break r------ 0.1 m =?!J sensor 1 ~ CI ======~ .~ .======~ 
sensor2 
Fi~'Ure 4. 1. Symmetrical Transducer Orientation 
One channel recorded the full waveform, the other was filtered as described above The 
filtered and unfiltered waveforms taken from transducers located symmetrically about a 
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steel rod sample, 0.5 meter(50 mm) from the event are presented in Figure 4.2. It can be 
seen that there is very little difference in the recorded wavefonns. The 3/8" steel rod 
exhibits a wavefrom that is not solely a function of the extensional and flexural modes 
There appears to be several higher order, non dispersive mode shapes present, which make 
analysis difficult 
Figure 4. 2, Unfiltered (top) and Filtered Waveforms, DOS meter from source event 
Figure 4.3 shows another ~et orwavefoml~, captured 0.10 meter frum the acoustic event 
Again, one channel recorded the full waveform while the other was filtered 
18 
Figure 4,3, Unfiltered (top) and Filtered Wavefonns, 0.1 meter from source event 
Comparison of Figure 4,2 and 4.3 reveals very little attenuation of the wave signal 
over the 50 mm differenCtl in mtlasuremtlnts. As mentiontld earlier, the waveform consisg 
of several modes, but the arrival wave is clearly extensional. Although not obvious from 
the diagrams, closer investigation using software shows the extensional arrival wave to be 
19 
mildly dispersive in the presented case. The magnitude of frequency change is not 
signifigant enough to effect accuracy at this point. The ex:lensional wave's minimal 
dispersion and adequate signal strength pennit accurate use of the threshold crossing 
technique for distance measurement. 
B. M£ASUREMENT OF LONGITUDINAL WAVE 
Initial experimentation was conducted to determine the sensitivity of the system to 
the extensional (longitudinal) waves when measured from the surface. This is important 
because the fiber breakage in a unidirectional composite produces a compression wave 
along the axis of the fiber. The optimal location to mount a sensor is at the end surface of 
the sample, perpendicular to the flexural wave since the sensor is sensitive to displacement 
nonnalto the sensor contact surface. Conversely, a sensor mounted on the surface is 
more suited to detection of flexural waves. In the case of an extensional wave, the parallel 
side surface mounted sensor detects the Poisson effects of the compression wave. Since 
the Poissson ratio is approximately 1/3, the sensitivy of the side surface mounted sensor is 
reduced by a factor of3 This is illustrated in Figure 4.4 and 4.5, below 
surface mount 
acoustic event sensor 0 
• LI --:;:,1-) --- ---'p end mount 
longitudinal 





'-- - - - - - - -/ 
Figure 4,5, Poisson Effect Irom Longitudinal Stress Pulses(from Graff, 1991) 
Because the source of the wave (tiber break) is longitudinal, the ideal mounting of the 
sensors would be on the end of the samples. Several factors may preclude this ideal 
mounting position. For load application, the specimen will be mounted in a tcnsion testing 
fixtUft: oran Inslron test machine during recording orlhe acoustic events. The ends orlhe 
fiber specimen are encased in a thermoplastic tab to penni! uoifonn load transfer from the 
ma(;hine's gripping jaw. Htis tab prevents an end mount transciu(;cr from contacting the 
actual fiher In addition, the mounting jaw could impart noise to the sample between the 
actual source and the recording. Side mounting the transducers between the test gauge 
section will isolate grip and machine noise and is more expedient in implementation of the 
testing_ However, side mounting incurs the penalty oflower sensitivity due to the Poisson 
effcct This is the configuration pursued in this investigation 
The initial series of tests were conducted un a J/8"diameter hardened steel rod to 
detennine the effects of end and side mounting of transducers on rod samples_ The size of 
the rod was matched to the diameter of the transducer to allow maximum transmission of 
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energy to an end mounted transducer. The acoustic source for aU these experiments was 
created by a 0.3 mm 2H Pentel mechanical pencil lead break on the end of the rod sample 
Care was taken to produce a stress pulse a~ near to the center of the rod as possible so as 
to minimize flexural components of the stress wave. Experiments were conducted to 
demonstrate that the system was capable of detecting the Poisson induced effect from a 
longitudinal wave and that the waveform was symmetrical, that is the radial position of the 
transducer on the bar had no effect on the waveform recorded. Recorded waveforms 
were presented in Figures 4.2 and 4.3 in the section on filtering This configuration was 
shown previously in Figure 4. 1 
Transducers were then mounted on the side ofthe bar at a distance of 0.1 meter to 
demonstrate that the system was capable of determing distance based on the Poisson 
induced effect from a longitudinal wave This is illustrated below in Figure 4.6 
i01ml 
lead break 0 sensor 1 n sensor 2 
~ CI ==================~I 
Figure 4.6, Detection of Poisson Components of Longitudinal Wave 
At this point, preliminary checks were conducted to ensure threshold cro~sing 
techniques accuratdy measured distance. The stress wavc experiment was repeated 40 
times by subjecting the sample to lead breaks. The resulting waves were recorded by the 
Digital Wave Fracture Wave Detector as described in Appendix A The distance between 
the sensors was computed using the Digital Wave threshold crossing teclmique 
22 
Threshold voltage was 0.02 volts, with a wavcspccd of5300 meters I second The 
average distance was 99.78 mm, within I percent of the measured 
Using the baseline distance measuring results from the above experiment, 
comparisons werc made to determine if measurement differences existed between the 
poissonal components and direct ly measuring the longitudinal component. This was 
accomplished by placing th~ second sensor al the end of the bar to directly measure the 
extensional wave This configuration is shown in figure 4,7 
r-- 0.,m1 
lead break ~ 
... [I ======:::':::~======II :::JI sensor 2 
Figure 4.7, End and Side Mount 
Again, 40 lead break stress waves were generated and the results analyzed using 
threshold crossing techniques. Threshold voltage and wavespeed remained as before, but 
the measured distance used was , 1 OS meter (lOS nun), This was the actual measurement 
tram the center of sensor 2to the end of the rod. The average dis tance computed using 
the software was . 10581 meter, which is within 1 percent of the expected 
To dctemline if this ,005 meter (Smm) difference was solely an effect of the 
transducer orientation, the sensors were located together at the end of the bar a.~ shown 
below in Figure 4.8. This allowed direct measun:ment ofthe measurement error between 
the two previous configurations 
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acoustic 
[==============n±'Jensor 2 ~ I sensor 1 event 
figure 4,8, End Effect Measurement 
Forty lead break events were performed on this configuration Threshold crossing 
parameters were unchanged and the measured distance was input as 0.005 meters (5 mm) 
This measure is approximately one half the diameter of the transducer, Average computed 
distance was 0,00396 meters (3,96mm), an error of approximately 20 percent. This is a 
relatively large error measured over a short distance It is therefore felt to represent the 
resolution of the side mounted transducer in detecting longitudinal waves 
Mounting the transducers on the side ofa 3/8" steel rod provides a sufficent signal 
sensitivity to capture the extensional wave produced from the acoustic event of a lead 
pencil break. Using threshold crossing, the measurement of source location has a 
resolution of between 0.003 and 0.004 meIer (3 to 4 mm) and an accuracy of 0.006 meter 
(6 mm) . As the diameter of the transducer is approximately 0,01 meters (IO mm), the 
histograms of spatial location measurements from further experiments are presented for 
the measured distance, plus or minus 0.008 meters in 0.001 meter (lmm) intervals. This 
displayed interval allows for measurement within the resolution of the sensor 
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V. RESULTS OF SOURCE LOCATION eN ISOTROrJC MATERIALS 
A. EXI'ERIME~TAL METHOD 
To determine the ability of the software to accurately measure distances, a series 
of experiments was devised . As the signal from an acoustic event arrives at either 
transducer (2 channel, I dimensional measurement) the recording is activated and the 
signal from both channels are recorded using a conunon time scale. The software 
determines arrival time~ ba~ed on a user set voltage threshold and computes the difference 
in arrival times. Using the known location of the sensors and basic time speed distance 
calculations, the software determines the location ofthe source. Since the event occurs 
outside the transducer, the software computes the location at the first transducer 
encountered, By assigning the farthest transducer a location ofO and the first encountered 
a known distance, variations from the known distance can be tracked as a measure of 
accuracy 
B. RESOLUTION OF SOURCE LOCATION 
The first experiments were fonnulated to detennine the ability of the Digital Wave 
software to accurately determine distance, that is resolution. Also important was the 
capahility of the software to consistently measure that distance, This is referred to as 
repeatability, To measure resolution and repeatability, 3 distances werc measured: 0050, 
0,10 and 0.150 meter (50,100 and 150 mm) The configuration of the test sensors is 
shown helow in Figure 5.1 
25 
I" -I 0.05 m 




-.1 n sensor 1 9 sensor 2 
I" 015 m 1 
lea~ak [[==~D~[se[n[so[r['=======~gj sensor 2 
Figure 5. I, Resolution and Repeatability Tests 
Forty acoustic events (lead breaks) were recorded for each oflhese configurations 
The Digital Wave threshold crossing software routine was performed on each set of data 
using a voltage threshold 0[0.02 volt. The speed of wave propagation for steel was 
determined from Digital Wave's software database as 5300 meters/second. This value 
was considered adequate for early testing and was adjusted as necessary in later testing 
The results of the forty events were tabulated using a probability density function created 
in the :Microsoft Excel spreadsheet prog ram 
The density function spreadsheet computed the number of samples within a 
specified range. For the purposes of distance resolution, samples were grouped within 
plus or minus 7 millimeters ofth~ known distance, in one millimeter groups_ This range of 
measurement was based on the transducer's diameter of approximately 10 mm The range 
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of measurement allows for accuracy within the diameter ofthe sensur, plus or minus 2 
mm , Results of the distance resolution tests are presented graphically for the 3/8" rod in 
Figure 5.2 
Mca.urcdDi>llnrt,mclen 
Figure 5.2,3/8" dia, Steel Rod, Threshold Crossing, 5,300 mls 
In addition to a plot ofthe raw data, the measurements are presented standardized 
to the smallest, 0.50 meter measurement. 0,10 meter was subtracted from the 0. J 5 meter 
measurement and 0,05 from the 0. 10 mm measurement, This allows cumparison oflhe 
measurement errurs un a similiar scale, without scaling efiects brought on by division to 
nonnalize Ihe data, This standardized data is presented beluw in Figure 5,) 
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Me uuredDi.t~lH'e. meten (A:J:1s Shifted) 
Figure 5.3, 3/8" dia Sted Rod, Threshold Crossing, 5,300 mls (Standardized) 
The standardized graph of distance resolution shows that resolution in the short 
distance, 0.05 meter (50 mm), is within 0,001 meter (I nun) of the measured true distance 
As the measured distance is increased to 0.1 meter (100 nun), less than 25 % of the 
samples are within 0,004 meter (4 nun) of the measured value. Likewise the measurement 
oflhe 0.15 meter (150 mm) is accurate in over half the events to within 0,004 meter 
Since the longest two measurements are actually skewed to a higher mean, il would 
appear that the signal is actually dispersing enough to affect the distance measurement 
That is, lower frequency arrival waves are being measured in the 0.15 meter sample than 
those measured in the 0.05 meter sample. However, it is not felt that this effect would 
account for the large number of samples thaI are beyond the regarded resolution (0.008 
meters) 
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In an attempt to account for the effects uflhe apparent extensional wave 
dispersion, the Digital Wave software rouline using Gaussian cross correlation was 
applied to the set of results from the same 3 samples. Results were completely unreliable 
with computed distances ranging from 0,025 meter to 0, 10 meter in the 0,05 meter test 
Ziola (1991) had great success using the Gaussian cross correlation technique to measure 
distance in isotropic plates. The apparent reason for the errors in the case uflhe 3/8" rod 
was the many modes present in the recorded waveform (Figures 4,2 and 4.3). Ziola's tests 
on flat isotropic plates consisted orsurfaee pertubations on flat plates vs the end 
pertubation utilized here. This surface pertubation produced primarily flexural 
components, with small amplitude extensional components and very few additional modes 
The small amplitude extensional mode was attenuated rather quickly. Since the higher 
frequency extensional mode was present in some waveforms, but not in others, the 
diHerence in detected waves requirt:d the cross correlation technique to establish a 
common waveform. In the rod cast: the primary mode is the extensional mode and docs 
not appear to attenuate as quickly, The flexural mode is also present with several other 
non dispersive modes, presenting many possible correlations in a single waveform The 
strong t:xtensional wave fonn was not attenuated and consistt:ntly the arrival wave. The 
extensional wave was adequate for resolution of the measured distance in the initial case 
The resolution dependence on distance was tested in the 118" hardened steel rod 
sample in the same manner, Wave propagation speed used in the threshold crossing 
routine was still 5300 meters/second. Results were plotted both as distances and 






Mtasun:d Distanct, meters 
Figure 5.4, 118" dia Steel Rod, Threshold Crossing, 5,300 m/s 
Measured Distance, meters (Axis Shirtedj 
Figure 5.5, 1/8" dia Steel Rod, Threshold Crossing. 5,)00 m/s (Standardized) 
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It can readily be seen comparing Figure 5.5 to Figure 5.3 that the resolution in the 
1/8" rod is signifigantly better than in the 3/8" rod, Ry examining the actual recorded 
waveforms, tllis can be allribuled to the absence of as many higher order modes in the 
thinner rod. An example waveform from the 1/8" steel rod is compared to the (filtered) 
waveform from the 3/8" steel rod (previously presented as Figure 4.2) in Figure 5.6 
Figure 5.6, Example Waveform in 1/8" Steel Rod, Measured at Center orRol! (top) 
compared wilh 3/8" Steel Rod (bottom) 
The thin rod more closely approximates the ideal with predominately extensional and 
flexural \vaveforms present 
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As the apparent mean was centered at approx:imately 0,052 meter vice 0.50 meter, 
the threshold crossing alogrithim was used to reinterperet the data, optimizing the central 
tendency by adjusting the wave speed to 5146 meters I second, This new value was 
determined by considering 5300 meters I second to be 103 percent of the desired value 
and solving for the new, desired value. This value does not produce perfect results in this 
resolution test, but is the best compromise between the resolution and dispersion results 
discussed later (Figure 5,10), The resulting data using this revised velocity are presented 




Measured Distance, meters (AJ.is Shifted) 
Figure 5.7, Jl8" Steel Rod, Threshold Crossing, 5,145,6 m1s (Standardized) 
The revised velocity still shows a slight degree of skewness to greater than 0,05 
meter distance, caused by the greater quantity of good ~mples in the lung distance test 
The majority of results ufthe resolution tests are now within 0.002 meter (2 mm) of the 
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measured distance. Using this better approximation of the wave velocity. the Digital 
Wave Fracture Wave Detector is capable of consistently determining an accurate source 
location in the homogeneous, thin (118" diameter) rod sample 
C. MEASUREMENT OF DISPERSrON 
As noted in the investigation of the 3/8" rod, dispcrsion of the signal was a 
conccrn. If the wave speed changes in the length of the bar, resolution and accuracy will 
change based on what lineal position in thc bar the measurement is taken at. Changes in 
wave speed would be mainly due to higher frequencies (and accompanying higher 
velocities) not being transmitted the entire length of the bar. To quantifY the effects of 
dispersion, a 0050 meter (50 nun) distance was measured using the same methodology as 
above. However, this same gauge distance was measured at different distances from the 
acoustic source, termed "far", "intermediate", and "ncar". Tltis (;onfi&'Uration is shown in 
Figure 5,8, below 
r-i"<m 
~l '0 g""'" 2 
I" 'I 
Figure 5.8, Dispersion Tests 
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Comparison of the measurement using an appropriate (and consistent) velocity will show 
the effect of dispersion of the higher frequencies on the waveform throughout the rod, In 
a maIUler similiar to the resolution tests, a Microsoft Excel spreadsheet was used to 
categorize measured distances into a histogram. In this series of tests, all the 
measurements were O.05meter, so no standardization of the data was necessary Tn the 
case of the 3/8" rod, 5300 rnIs was used as the wave speed This was only for consistency 
with the previous resolution series of experiments 
Results for the 3/8' rod are presented in Figure 5.9, below 
J " 
I j .~~! -~~·!li-"'--".~,!ULl .. ,:.'.~I: ~~I'~-
Figure 5.9, 3/8" Steel Rod, Tbreshold Crossing, 5,300 rnIs 
It can be seen from the histogram in Figure 5,9 that the central tendency of the 
measured distance is slightly greater than actual separation of 0,05 meter. Important to 
note, however, is the large variability in the different measuring points from the known 
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distance of 0,0 5 meter. Tile near measurements err on the po~itive side by approximately 
0.00 15 meter (1 .5 rum) , The far measurements err on the negative side by the same 
margin This shows that the initial arrival wave's frequency (and hence wave velocity) is 
different at the 3 different sets of measurements The high frequency components of the 
extensional wave are known to be dispersive, This is consistent with the difficulty noted 
in the distance resolution tests on the 3/8" rod 
The histogram for the l iS·' steel rod is presented in Figure 5, I 0 
Measured Distanc:e,metl'l"!; 
1 :::~dm"" 1 ~ar' 
,------------------------------- --
Figure 5,10, 1/8" Steel Rod, Threshold Crossing, 5,300 mls 
As Figure 5. 10 was plotted using 5300 meters I seoond as the wave velocity, the 
central tendency is again skewed to approximately 005]5 meter. Operating the threshold 
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crossing routine on the data a second time with the revised velocity of 5146 meters I 
second produces the histogram shown in Figure 5,1 1 
Measured Distance, meters 
Figure 5, II, 1/8" Steel Rod, Threshold Crossing, 5,145 .6 mls 
The mean measured distance is now nearly exactly 0.050 meter in the near and 
middle measurements. The measuremcnts at the far end of the bar still display some error, 
possibly due to dispersion effects beginning to become signifigant 
Common to both the resolution and dispersion tests is the greater variability in the 
results of the 3/8" bar, Again comparing the waveforms displayed in Figure 5.6, it can be 
noted that the arrival wave in both cases is of high frequency and extensional in character 
In the 1/8" rod it appears to be ora more singular frequency, The 3/8" rod's arrival wave 
is also of high frequency. but appears to contain several higher order modes These modes 
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considered to be variations from the ideal behavior ora thin rod , As the relationship 
between wavelength and diameter of the waveguide increases, the correlation with 
classical rod theory deteriorates_ The character of the waveguide begins to more closely 
follow those of bulk materials. As the th in rod gives satisfactory results, the discussion of 
bulk properties wili not be considered 
As an intenncdiate step in the investigation of composite materials, these results 
are an adequate presentation of acoustic emission techniques in isotropic materials. Using 
the revised velocity of5145 .6 meters / second, the Digital Wave system is capable of 




VI. RESULTS O.l<' SOURCE LOCATION iN COMPOSITE MATERIALS 
A. EXPERIMENTAl, METHOD 
The method used to detennine the ability of the software to accurately measure 
distances in unidirectional composite strands is nearly identical to the method used for the 
isotropic steel rods (Section IV). The location and identification of sen~ors were identical 
In addition to the threshold crossing method of time determination, the Gaussian cross 
correlation method was shown to he effective in the composite strand. The carhan fiher 
composite strand required significantly greater amplification of the wave signal to trigger 
and record data. This increased the amount of noise recorded with the signal. This noise 
was on the order ofa level of approximately 0.1 volt, necessitating a threshold of 0.2 
volts to accurately measure the initial wave. In the following discu~~ion, the Gaussian 
cro~s correlation algorithim was demonstrated to greatly increase the accuracy of the 
measured distance. 
B. RESOLUTION" OF SOURCE LOCATION" 
The first cxperiment~ to quantity thc spatial rcsolution of a stress wave source on 
the composite ~trand were similiar to those used in the experiments on the isotropic steel 
rod. The carbon fiber composite strand was 140 mm long, measured between the 
mounting tabs. For thc distancc rcsolution experiments, three distances were measured, 
0140,0.070 and 0,03~ meters (140,70 and 3S mm) The configuration of the test 
scnsors is shown in Figure 6.1 
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Figure 6, I, Distance Resolution Test, Carbon Fiber Sample 
Each test configuration was subjected to 50 lead break events using the same 
pencil lead as previously described . The carbon fiber I epoxy matrix strand was found to 
attenuate the signal produced by the lead break rather signifigantly. Total amplification of 
76 dB (preamplifiers and main unit lotal) was required as compared to 36 dB 
(approximate average) used in the isotropic cases. This high degree of amplification also 
greatly increased the noise present in the wave form as seen in Figure 6,2. (compare to 
Figure 5.6) 
Fib'UfC 6,2, Example Waveform in Carbon Fiber, Measured al Center of Strand 
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This high level of noise necessitated an increase in the threshold level by an order 
ofmagniwde compared to the isotropic samples. The threshold level used was 0.2 volt, 
compared to 0.02 volt in the isotropic case. The extensional mode is still sharply defined, 
even when compared at this higher voltage level. Wave propagation speed of 10,000 
meters I second was estimated using values provided by Hercules product data( 1991) for 
modulus and density of the carbon fiber material. Figure 6.3 is a histogram of the 50 
repititions for each of the 3 spatial seperations using the threshold crossing technique with 
a threshold ofO.2 volt and a wave speed of 10,000 meters I second 
I 
I III L 
! ! ! ! ! 
M e .. w ~d D i,u nce, meter< 
Figure 6.3 . Carbon Fiber Distance Resolution, ]0.000 mls 
This same data is displayed standardized to the known 0,035 meter distance by the 
previously described axis shift in Figure 6.4 It can be readily seen that the threshold 
crossing technique is in error 
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MtIIsu~d Distance, meter.; (~is Shifted) 
Figure 6.4, Carbon Fiber Distance Resolution 10,000 mls (Standardized) 
A1llhe data points are skewed to the long side and in error by hetewen 0,003 and 0.010 
meters, The distribution is not fonned well enough to even obtain a meaningful mean 
value, Mthe error is dependent on length of the distance measured, dispersion of the high 
frequency components of the wave is a possihle explanation 
As all the data in the previous series were skewed to the long side, we investigate 
the possibility of compensation by adjusting the wave propogation speed in the threshold 
crossing algorithim, Figure 6.5 and 6,6 display threshold crossing data for the same 
samples analyzed with the previous 0,2 vol! threshold and a revised velocity of8, 700 mls 
vs the originally computed 10,000 mls . 
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F. , 6 , 
Figure 6.5, Carbon Fiber Threshold Crossing, R,700 mls 
Measureo.l Dis tltnce, mt:ten; (A1is Shifted) 
Figure 6 ,6, Carbon Fiber, Threshold Crossing 8,700 mls (Standardized) 
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It can be observed from Figure 6.6 that the central tendency of correct distance 
measurement can be compensated for by usc of an effective velocity The skewing and 
dispersion of the measurement, though reduced is still present. The greater dispersion 
seen in Figure 6.4 (compared to Figure 6.6) is most likely caused by the higher velocity 
accentuating differences in the elapsed time, That is, at higher velocitys small variations in 
time produce more pronounced variation in distance since the total time involved is 
signitigantly less 
C. MEASUREMENT OF DISPERSION 
Although the differences in distances measured by the threshold crossing 
alogorithim in the previous section could be compensated for by optimizing the wave 
velocity, a more accurate test of dispersion was required to reduce the measurement's 
dependence on distance The test~ follow the configuration used in the isotropic example. 
That is, a constant distance is measured at three different distances from the acoustic 
event. Tn the case of the carbon fiber sample, 0,035 meter (35 mm) was chosen as the 
representative distance. It was measured at three points, as shown in Figure 6.7, below 
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Figure 6.7, Dispersion Test Configuration. Carbon fiber Sample 
Again, 50 lead breaks were used for each test. Figure 6.8 shows results orlhe 
dispersion tests, computed using the previously detennined threshold crossing parameters 
of8,700 meters I second and a voltage threshold 0[0.2 volts 
II I 
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Figure 6,8 shows that the central tendency of the measurement accuracy is con~istent with 
the resolution of 0,003 m, Two discrepancies still need to be addressed, They are: 1) 
there exists some extreme outlying measurements, and 2) the order of the error in the 
intermediate, near and far measurements are inconsistent with the physical expectations of 
the dispersion phenomenon, That is, given dispersion increasing with the distance from 
the source, the order of accuracy should be near, intennediate, and far, instead of 
intenningled (far is between intermediate and near) 
In an attempt to correct this discrej:ancy, the Gaussian cross correlation technique 
of the Digital Wave software was used to analyze the dispersion data. A two parameter 
analysis was undertaken to determine the best frequency and wave propogation speed to 
use in the cross correlation technique (App·::ndix B), The results of the Gaussian cross 
correlation at 700 kHz and a wave propagation velocity of8,700 mls are presented in 
Figure 0.9 
Figure 6,9, Gaussian Cross Correlation 8,700 mls@ 700 kHz 
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The data from the intermediate configuration is still skewed to the short side, but 
all measurements arc normally distributed about the expected value ofO.0J5 m 
Additionally, extreme outlying values wtlre eliminated . It is also noted that for the 
majority of measurements the accuracy and the resolution are now brought to be the same 
value ofO.OOJ meters (3 rum) 
The extensional wave is the primary arrival wave in the carbon fi ber strand The 
dispersion present in this extensional wave created anomalies when using threshold 
crussing as a means of source location, High attenuation of the signal caused by the 
matrix binder neccesitates high amplificat ion levels and associated noisc. The resultant 
noise floor requires a higher threshold voltage setting than previously encountered, but 
still pruduce adequate results. At the amplitude level of the signal used in the 
experimentation, the magnitude of error does not prohibit the use of threshuld crossing as 
a means of source location 
Gaussian cross correlation was capable of correcting some anomalies present in the 
data interpreted with threshold crossing. \1ore importantly, the accuracy is made to 
coincide with the maximum resolution available in the sensors Gaussian cross correlation 




This investigation explores the use of acoustic emission measurements to locate 
the source of internal damages (fIber breaks) in a composite. Specifically, the resolution 
and accuracy of the Fracture Wave Detector model F4000, a slate of the art acoustic 
emission system produced by the Digital Wave Corporation, were quantified. The 
dependency of resolution and accuracy on attenuation and dispersion were also 
characterized 
For definitiveness, source locations in one dimensional rods were investigated 
Benchmark tests were performed on homogeneous, isotropic steel round rods chosen for 
the material's relatively low dispersion and attenuation properties_ Unidirectional graphite 
fiber in an epoxy matrix was used to characterize the wave propagation effects due to 
hett:rogeneity, micro-wave guide, and a highly attenuative matrix_ To determinc the 
difference in arrival times of the waveforms, two algorithms were compared; one, based 
on simple threshold crossing, the other based on cross-correlation with a Gaussian, 
amplitude modulated wave at a target frcquency 
Because the ultimate goal is to measure internal damages, the stress wave source is 
expected to be dominated by extensional waves which lend themselves to transducer 
placement perpendicular to the wave front, ie the end of the rod. The experimentally 
expedient location for transducer mounting is on the side of the rod. These two mounting 
locations are compared_ Based on the transducer mounting perpendicular to the 
extensional wave, the side mounted transducer's (sensor surface parallel to the wave 
4' 
direction) resolution was determined to be 0.003 meters. Because of the steel's low 
attenuation only a moderate amount of amplification is required. The extensional wave's 
low dispersion in the isotropic medium makes the simple threshold crossing algorithm 
adequate for both accuracy and repeatability 
The measurements on the composite sample were complicated by the material's 
high attenuation which necessitated high signal amplification. This in turn leads to 
amplification of background noise to a signifigant level. The high noise leve! necessitated 
moving the threshold voltage to a level 10 t imes higher than that used in the steel rod 
The higher wave speed associated with the carbon fiber made the threshold crossing 
algorithim more sensitive to small errors caused by dispersion in the carbon fiher strand 
The dispersion also resulted in measurement resolution errors greater than the accuracy of 
the sensors. Digital Wave's Gaussian cross correlation algorithm was found to be capable 
of accurately determining the source location within the previously determined resolution 
(0.003 meter) of the sensor. The Gaussian correlation algorithm is the recommended 
method for source location in composite using sUli'ace mounted transducers; even for 
primarily extensional waves 
For repeatability, the stress wave source used in the measurements conducted 
herein were generated from a abrupt lead beak. The relative magnitude of these artificial 
events compared to the actual fiber rupture events are not known. The extension of the 
conclusions presented herein awaits the confirmation of detection of actual fiber breakage 
of composite due to applied tensile loads 
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APPENDIX A. MATERJALS AND EQUIPt\fENT 
All measurements of a(;ollstil: emissions were carried out using the Digital Wave 
Corporation's Fracture Wave Detector model F4000, Complete operating instructions 
including theory oruse are available in the operating manual and will not be discussed 
further Specific proct!dures concerning data collection in rod samples will be covered in 
detai l 
Two samples of hardened steel rud WCfe prepared by machining the ends 
perpendicular in a lathe and marking the center oflhe diameters with a center punch The 
samples were: \) 3/8" in diameter by 0,206 meter (206 mm) in ien!,rth, and 2) 1/8" in 
diameter by 0,212 meter (212 mm) in l en~,'th , The length measurements are reported in 
metric units to be consistent with the units used in the Digital Wave software. Differences 
in length were not considered important as only measured portions of the rods were used 
in experiments 
A single sample of AS-4 carbon fiber strand was taken from a lot of60 samples 
provided by the Hercules Corporation , The composite .~trands are manufactured by 
encapsulating a 12,000 filament bundle in an expoxy (Dow DER 323) matrix, The ends of 
the sample were encased in a tab of plastic resin approximately 0.055 meter (5Smm) long 
to fac il itate gripping in a tensile test machine Overall length of the sample was 
approximately 0.260 meter (260 mm) rhe length of the composite strand was 
approximately 0.245 meter (245 mm) Approximately 0.005 meter (5 mm) of the resin tab 
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was removed using a water cooled diamond saw to expose the end face of the actual 
carbon fiber strand 
The Digital Wave system consists of the F4000 signal processor, a Compaq brand 
486 personal computer, two preamplifiers and two transducers. The basic layout of the 
system is shown in Figure A. I , The computer and signal processor are cOlUlected by a 
ribbon cable and proprietary analog I digital conversion card. The preamplifiers are 
connected to the signal processor by two cables, one for signal transmission and the other 
to provide power to the preamplifiers from dedicated power supplies in the signal 





Fracture Wave Detector 
F4000 
Figure A I. Basic Componetr)' and Layout of Acoustic Emis~ion Equipment 
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Throughout the testing conducted, preamplifiers and transducers were dedicated to 
spe(;ific channels orthe signal processor and were not varied. Serial numbers are provided 
in table A.I, initial testing showed a defect in the channel 2 transducer. This was 
replaced with the transducer indicated below, Calibration data from two transducer~ 
(conducted by Digi tal Wave) show them to be nearly identical 
Preamplifier Transducer 
Serial number Serial Number 
Channell 036 951293 
Channel 2 045 945020 
Table A.I, Equipment Data 
All lead breaks were executed using a mechanical lead pencil containing Pentel 
brand 0,3 mm (0.00 12") 2H lead . All leads were from one gross lot purchased as a unit. 
For the most part, Dow Coming Silicone Vacuum grease was u~cd as an acoustic 
couplant between the rod samples and the transducers. now Coming number 3J, 
Extreme Low Temp Bearing Grease, Medium Consistency was also utilized . Although 
nearly identical in acoustic transmission, the vacuum grease was found to provide better 
adhesion between the transducers and the rod, especially in the thin rod case 
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APPENDIX U. - TWO PARAMETER ANALYSIS OF CROSS CORRELA nON 
Usc of the Digital Wave Gaussian Cross Correlation algorithm to measure 
distances in carbon fiber .~trands requires optimization oflwo user input variable 
parameters to obtain the best results. As discussed in Chapter V, the threshold crossing 
algorithim initially provided accurate measurement in isotropic steel bars. When this 
threshold method was applied to the measurements of the carbon fiber composite, 
anomalies are caused by the higher altenuative and dispersive properties of the matrix 
The initial wave propagation velocity of 10,000 m1s skewed location data approximately 
8%. Correcting wave propagation speed to 8,700 meters I second corrected distance 
resolution, but results of dispersion tests were not consistent Since both wave 
propagation speed and cross correlation frequency are selected by the user, the following 
series of experiments were perfonned to optimize these parameters 
The Digital Wave software returns the difference in arrival times measured in 
addition to its computation of the location. With the threshold crossing algorithim, this is 
detennined by difference in times that the signal from the two channels crosses the same 
set threshold voltage. In the Gaussian cross correlation technique, it is the difference in 
time between the best correlation of the signal from each channel with a Gaussian 
modulated (amplitude) pulse ofa set frequency 
To determine the frequency to be used for the cross correlation, arrival waves 
were measured for principle frequency . Initial measurement of the arrival wave indicated 
an approximate frequency of750 kJ-lz. For accurate measurement and correlation, the 
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frequency component must be present in both arrival waves. Using the 750 kHz 
measurement as a reference, iteration at 50 kHz intervals was used between 600 kHz and 
ROO kHz. As dispersion effects are most pronounced in the higher frequencies, tne range 
of tested fre{IUencie s was skewed to lowcr than the repre~entative frequency . 
Wave propagation speed is also a user input variable in the Digital Wave software. 
As 8,700 meters I second gave good results when used with threshold crossing in the 
initial resolution survey, this was the speed used as a reference in this investigation. 
In all five data sets were analyzed using different correlation frequencies. They are 
the three distance rcsolution tests depicted in Figure 6 .2 and the three dispersion tests 
depicted in Figure 6.7. The third resolution test corresponds to the first dispersion test 
and is not repeated, resulting in five data sets. The O. 140 meter and 0 .070 meter distances 
were normalized to 0035 meter to more clearly show variances 
Each set of these normalized arrival times was tabulated to compute the mean and 
standard deviation. The best case would be a cross correlation frequency that retums the 
same mean arrival time difference with a small standard deviation Mean and standard 
deviation data is presented in Table 0.1 and Table 0.2 
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Cross Correlation 0,140 m 0.070 m 0.035 m 0035 m, 0,0]5 m, 
Fre uenq (kHz) intermediate r" 
600 3,8568E-06 4,5568E-06 3.4016E-06 3.4432E-06 3.9904E-06 
650 4. 156E-06 4,1232E-06 3.8688E-06 3,5232E-06 4.2144E-06 
700 4,1272E-06 4.0368E-06 3.8592E-06 3,7824E-06 3.786E-06 
750 4.5864E-06 3,9856E-06 3,696E-06 3,4911£-06 3,8176E-06 
800 4.9352E-06 4.2352E-06 3,5712E-06 3.5712E-06 3.8112E-06 
Table n . l, Mean Arrival Times, milliseconds 
Cross CorelJation 140 mm 70mm 35mm 35mm, 35mm, 
Fre uency,(kHz) middle r" 
600 2.22913E-06 4.77923E-06 1,888E-07 1.54265E-07 2.18001E-07 
650 2.4985E-06 1,33427E-06 1.85738£ 07 1.95933E-07 2.03923E-07 
700 2,51 887E-06 1.23316E-06 1.91038E-07 5.731 I3E-07 5.7302 IE-07 
750 4.56172E-06 1.19505£-06 2.22279£-07 1.45556E-07 3.50558E-07 
800 6,303 44£-06 2,80203E-06 3,14252E-07 1.44674£-07 3,60182E-07 
rable B.2, Standard Deviation of Arrival Times, milliseconds 
The data from Tahle B.l is presented graphically in Figure B.l, It is obvious from 
figure B.I that correlation al 700 kHz gives Ihe most stable mean value, Since this 
information is raw time data, actual distance can be easily adjusted by changing the 
previously fixed velocity of 8,700 meters I second 
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Figure B.l, Mean Arrival Time Differences 
Standard deviation data is presented graphically in Figure B.2, below It can be 
seen that the fit is not as good when measured over long distances (0. 14 meter and 0.07 
meter). It can ~till be seen that a correlation frequency of700 kHz appeared to be most 
efficient to minimize the standard deviation over the broadest range of distance 
measurements, It is noted that the standard deviations presented are artificially low as an 
artifact of the normalization. When not nomlaiized the standard deviation in the 0 07 
mtter and 0.14 mttl::r samples art greattf, on the order of 0.01 III (0.07 meter sample) and 
0,04 m (0.14 meter sample) when converted to distances 
58 
Figure B.2, Standard Deviation 
Actual distance infonnation from the cross correlation at 700 kHz and 8,700 
meters I second was plotted using the same Excel spreadsheet described in Chapter V 
Using these determined Gaussian cross correlation parameters, the results of the distance 
resolution lest shown in Figure 6.1 are presented in Fib'Ure B.3. The data is presented in 
the previously described standardized fonnat, corrected to 0.035 m 
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M n .urcd Di.tanee, mete n (Axl. Shined) 
Figure 8.3, Carbon Fiber, Gauss ClOSS Correlation @700kHz, 8,700 mls (Standardized) 
For comparison, the threshold crossing results from the same test configuration 
(Figure 6.6) are repeated in Figure B.4 
18°°"""'" • 0 .07 m~t~l 00.140 meter 
I , 
M ... ured Di.t.nce, mtttr. (Axi. Shifttd) 
Figure 8A, Carbon Fiber, Threshold Crossing, 8,700 meters I second, (Standardized) 
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It can be seen that the apparent mean of the measured distances are both 
coincident at 0.035 meter. The Gaussian cross correlation provides a greater deviat ion 
about the mean, but is still accurate within 3 rnm in all cases. 
Figure 8.3 indicates that the optimizing the carrier veloci ty and the correlation 
frequency corrects the inconsistent ordering of accuracies between the near, intermediate, 
and far data sets This is accomplished while preserving the accuracy and resolution of the 
61 
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